10 bucket weigher for fresh produce and other small foods

Digital sensors - enhance speed, precision & anti-jamming

Frame with IP65 protection — for safe use in food environments

Statistical data -inspect on screen - via optional printer output

Dimpled plate option - for less bruising

Distribution of the product:
Central flexible stainless cone for the distribution of the product
to the linear stainless vibrators
Control level of product in hopper by photocell

Weighing buckets:
10 easily removable stainless weighing buckets pre-weigh
buckets for a fast and easy cleaning
20 fast acting stepper motors to open buckets

Load cells:
10 load cells (machine can operate with 1-2 cells disconnected)

LCD touch screen :
Saves up to 50 programs for 50 product combinations, recalling
speeds, timings and weights for fast changes in products
Data is programmable via the graphic interface for easy use

Automatic feeding of product:
product movement by linear vibrators to feed the buckets is
regulated automatically according to the required weights

Automatic taring:
Automatic taring of each load cell can be at the start of
production or programmed at regular intervals during
production to compensate for build up of material in weighing
buckets

Technical Specification

Weight 320kg

Power supply 220V, 1100W

Package size 1440 (w) x 1140 (d) x 1020 (h)mm
Weighing range 79 to 1000g

Weigh accuracy 0.3-1g

Speed Up to 70 bags/min

Structure Stainless steel — 2 levels

Preliminary program | 99 sets

Display screen Colour display 5.7” LCD with digital keypad
Bucket volume 1.7L
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Key features

Uses digital sensors - to enhance
speed, precision and anti-jamming
capability

Frame with IP65 protection — for
safe use in food environments

Statistical data-inspect on screen
- via optional printer output

Dimpled plate option - on all
product contact surfaces for less
bruising

Other options - include overweight
discharge equipment, collection
hopper, printer
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